
PRO 230 ALU + SERIG 2 x 13W

FAST
CONNEC. INCL

ELECTRONIC

B Z NS

INCL

843

TC-D G-24d1

TC-DEL G-24q1

F

LAMP COLOR

4425-00

4525-00

2 x 13W

PRO 230 ALU + SERIG 2 x 18W

FAST
CONNEC. INCL

ELECTRONIC

B Z NS

INCL

843

TC-D G-24d2
TC-DEL G-24q2

F

LAMP COLOR

4427-00

4527-00

2 x 18W

PRO 230 ALU + SERIG 2 x 26W

FAST
CONNEC. INCL

ELECTRONIC

B Z NS

INCL

843

TC-D G-24d3
TC-DEL G-24q3

F

LAMP COLOR

4429-00

4529-00

2 x 26W
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2 x TC-D/DEL G-24d1/G-24q1 13W
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53-84-97-100-53
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A40
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BZ 4

α = 108.4°
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2 x TC-D/DEL G-24d2/G-24q2 18W
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2 x TC-D/DEL G-24d3/G-24q3 26W

Bisel estampado en metal y reflector de aluminio / Pressed steel ring and aluminium reflector / Colerette en métal et réflecteur en aluminium / Anello d'acciaio e riflettore di alluminio /
Gepresster Metallring und aluminum Reflektor.

B Z NS

8

E-27

43
F

COLOR

4460-00-00

Máx. 2 x 15W

PRO 230 ALU + SERIG 2 x E-27

Ø205

ø230

80

TC-EL

www.arkoslight.com

PRO168

LAMP

Sin lámpara / Without lamp / Sans lampe / Senza lampade / Ohne leuchtmittel.

Con lámpara cálida / With warm lamp / Avec lampe chaude / Con lampada calda / Mit warm weissen leuchtmittel.

Con lámpara fria / With cool lamp / Avec lampe froide / Con lampada fredda / Mit weissen leuchtmittel.40

30

00

Blanco / White / Blanc / Bianco / Weiss. Aluminio / Aluminium /Aluminium /Alluminio / Aluminium. Niquel satinado / Brushed steel / Nickel satiné / Nichel spazzolato / Nickel satin.NSZB
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