
Blanco / White / Blanc / Bianco / Weiss. Aluminio / Aluminium / Aluminium / Alluminio / Aluminium. Cromo / Chrome / Chrome / Cromo / Chrome. Oro / Gold plated /

Doré / Oro / Gold. Niquel satinado / Brushed steel / Nickel satiné / Nichel spazzolato / Nickel satin. Cromo mate / Matt chrome / Chrome mat / Cromo opaco / Chrome matt.QNS

OCZB

www.arkoslight.com

PRO172

LAMP

Sin lámpara / Without lamp / Sans lampe / Senza lampade / Ohne leuchtmittel.

Con lámpara cálida / With warm lamp / Avec lampe chaude / Con lampada calda / Mit warm weissen leuchtmittel.

Con lámpara fria / With cool lamp / Avec lampe froide / Con lampada fredda / Mit weissen leuchtmittel.40
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Bisel estampado enmetal y reflector de policarbonato. Cris-
tal transparente / Pressed steel ring and polycarbonate re-
flector. Transparent glass / Colerette en métal et réflecteur
en polycarbonate. Verre transparent / Anello d'acciaio e ri-
flettore di policarbonato. Vetro transparente / Gepresster
Metallring und polycarbonat Reflektor. Transparentes Glass.
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